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Prediction of material behavior using machine learning (ML) requires consistent, accurate, and, 
representative large data for training. However, such consistent and reliable experimental datasets 
are not always available for materials. To address this challenge, we synergistically integrate ML 
with high-throughput reactive molecular dynamics (MD) simulations to elucidate the constitutive 
relationship of calcium–silicate–hydrate (C–S–H) gel—the primary binding phase in concrete formed 
via the hydration of ordinary portland cement. Specifically, a highly consistent dataset on the nine 
elastic constants of more than 300 compositions of C–S–H gel is developed using high-throughput 
reactive simulations. From a comparative analysis of various ML algorithms including neural networks 
(NN) and Gaussian process (GP), we observe that NN provides excellent predictions. To interpret the 
predicted results from NN, we employ SHapley Additive exPlanations (SHAP), which reveals that the 
influence of silicate network on all the elastic constants of C–S–H is significantly higher than that of 
water and CaO content. Additionally, the water content is found to have a more prominent influence 
on the shear components than the normal components along the direction of the interlayer spaces 
within C–S–H. This result suggests that the in-plane elastic response is controlled by water molecules 
whereas the transverse response is mainly governed by the silicate network. Overall, by seamlessly 
integrating MD simulations with ML, this paper can be used as a starting point toward accelerated 
optimization of C–S–H nanostructures to design efficient cementitious binders with targeted 
properties.
In recent years, the quest for new and emerging high-performance materials has been increasing rapidly in 
the fields of infrastructure, aviation, energy, and communications. To address this challenge, machine learning 
(ML)-based approaches have emerged as promising avenues to accelerate the development of innovative materi-
als design  strategies1–3. Fundamental evaluation of composition-property relationships in highly heterogeneous 
systems is a key feature of such materials design strategies. ML, when judiciously used, can learn various complex 
composition-property relationships that would otherwise remain undetected using traditional  approaches4,5. 
However, the application of such ML-based approaches is still limited, especially in the field of infrastructure 
 materials6,7. It is critical to find bold and forward-thinking solutions in infrastructure that adopt modern meth-
odologies for materials design and discovery so as to accelerate the development of next-generation of durable, 
high-performance materials.
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Ordinary Portland cement (OPC) concrete is the most widely used construction material. Despite vast 
research on composition-property relationships over the last 3 decades8–11, the influence of the heterogeneous 
hierarchical structure of the material on the engineering performance still remains an active area of  research8,9. 
Specifically, previous studies have highlighted that the mechanical performance and, durability of cementitious 
materials can be improved by optimizing the properties of calcium–silicate–hydrate (C–S–H) gel—the glue of 
concrete formed via hydration of  cement11,12. C–S–H exhibits a poorly crystalline structure as observed from scat-
tering  experiments13,14. While fundamental composition–property relationships for C–S–H are crucial towards 
the design of high-performance and high-durability concrete via “bottom-up”  approach15, complex hierarchical 
characteristics of C–S–H makes it exceedingly difficult to probe such relationships of C–S–H  experimentally14,16.
To this extent, ML approaches are a promising solution to predict composition–property relationships toward 
the design of cementitious materials. However, evaluation and prediction of such relationships for C–S–H gel 
using ML present various well-known challenges. First, ML algorithms critically rely on the existence of acces-
sible, consistent, accurate, and, representative datasets to provide enough information for training the models. 
Such large experimental data for C–S–H are limited or clustered to a few feasible regions. Second, ML, being a 
data-driven method, doesn’t provide insights into the fundamental laws of physics and, therefore, can potentially 
result in non-physical  solutions4,5. Specifically, the black box ML methods such as NN, despite having high pre-
dictability, have little or no interpretability. To overcome these challenges, in this paper, we adopt a systematic and 
pragmatic approach where high-throughput molecular dynamics (MD) simulation is synergistically integrated 
with various advanced ML techniques especially Gaussian process (GP) and neural network (NN) to evaluate 
composition-dependent elastic moduli of C–S–H. Besides, various other ML techniques such as polynomial 
regression (PR), random forest (RF), support vector machine (SVM), k-nearest neighbors (k-NN), and decision 
trees (DT) are also evaluated for a comparative overview. Further, the interpretability of the black box models are 
explored using shapley additive explanations (SHAP)17,18 to gain insights into the fundamental factors governing 
the elastic response of C–S–H.
Precisely, a composition-dependent elastic constant database for C–S–H is developed using high-throughput 
MD simulation. MD simulations have been exhaustively used to investigate the structure of C–S–H19–22, exploring 
information that are not feasible in traditional experiments, despite recent advances in characterization. Such, 
MD-simulation-based database generation follows fundamental laws of physics and thus, helps to avoid non-
physical solutions. However, the accuracy of MD simulations depends on the choice of interatomic potential. 
Here, reactive forcefield (ReaxFF)23 has been adopted which has been shown to yield a good correlation between 
the simulated and experimental responses of C–S–H21,24. While a large dataset is generated using physics-based 
MD simulations, supervised ML techniques are leveraged which explore the information by learning a pattern 
from the data generated by MD simulations. As discussed earlier, the application of ML techniques on cementi-
tious materials is limited. A few  studies6,7,25 have applied various ML techniques on experimental compressive 
strength data for concrete at the macro-scale. While these studies addressed the macro-scale relationship of 
a single target (such as compressive strength) from multiple inputs such as change of mixture proportions or 
starting materials for concrete, this paper evaluates multiple elastic constants  (C11,  C22,  C33,  C44,  C55,  C66,  C12,  C13, 
and  C23 ) of the primary binding phase (C–S–H) with varying fraction of CaO,  SiO2, and nanoconfined water.
To tackle such a multi-target problem, this paper employs both multiple single target (ST) approach (for PR, 
RF, SVM, k-NN, DT, and GP) and multi-target regression approach (for NN). While multiple single target (ST) 
regression splits the problem into multiple single-output regression problems where the outputs are assumed to 
be independent of each other, multi-target regression incorporates the statistical correlation among the outputs 
besides using the original input features. As such, multi-target regression is likely to offer superior response pre-
dictions for C–S–H due to its multivariate nature and the compound dependencies between the multiple feature 
and/or target  variables26,27 which is explored in detail in this paper. Though NN can provide high accuracy of 
prediction, interpretation of results with NN alone challenging and it may not offer any new physical  insights4,28. 
Along those lines, this study adopts a recent method called  SHAP17,18 to address this challenging issue of inter-
pretation of results from NN model. Overall, this paper, aimed at predicting composition-dependent multiple 
elastic constants for C–S–H, is expected to provide a valuable composition-property link for C–S–H which can 
help clarify efficient pathways to optimize the nanoscale C–S–H structures to enhance mechanical performance 
and, durability of cementitious materials.
Results
MD simulations to generate large dataset. A total of 319 different C–S–H compositions are gener-
ated via MD simulations by varying the CaO,  SiO2, and water content. C–S–H has been reported extensively in 
the  literature16,19,20 to exhibit a layered structure. It consists of interlayer domains in between calcium silicate 
networks that contain water molecules. While Fig. 1a shows a representative atomistic structure of C–S–H with 
a Ca/Si ratio of 1.09, Fig. 1b plots the variations of water content as a function of Ca/Si molar ratio. The model 
construction process and relevant details are provided in the methods section. Figure 1b clearly shows a signifi-
cant increase in water content with an increasing Ca/Si ratio. Such trend can be attributed to the increase in the 
degree of depolymerization and increase in interlayer spacing with increasing CaO content in C–S–H. A similar 
observation has also been reported in the  literature20.
Figure 1c and d shows the computed bulk modulus and density respectively for C–S–H plotted with varying 
Ca/Si ratio. The values obtained from MD simulations in this present study are compared with experimental 
results available in the  literature11,22,23,29–35. It is observed that the computed bulk modulus values are in good 
agreement with the experimental values which provides confidence in the reliability of the constructed C–S–H 
structures. In Fig. 1d, it is observed that the experimental density values, obtained from literature, are scattered 
within a large range which can be attributed to the process by which the hydrated samples were dried under 
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various environmental  conditions36. The densities obtained from MD simulations in the present work lie within 
the experimentally observed range. The general trend in Fig. 1c and d suggest that both bulk modulus and density 
decrease with an increase in the Ca/Si ratio. The influence of the composition of C–S–H on the elastic constants, 
as obtained from MD simulations, is detailed hereafter in the remainder of this section.
Figure 2 shows the ternary plot of elastic constants with respect to the CaO,  SiO2, and  H2O present in differ-
ent C–S–H compositions. The general trend from the figures suggests that for the same concentration of water, 
the modulus decreases with an increase in CaO concentration. This is due to the fact that as the content of CaO 
concentration increases, the structure becomes more disordered, and depolymerization of the network structure 
increases (as shown in Fig. 3) resulting in a decrease in the elastic modulus. On the other hand, an increase in 
 H2O concentration for constant molar fraction of CaO results in a decrease in the modulus value. However, with 
an increase in  H2O concentration and the same molar fraction of  SiO2 the elastic modulus increase. It can be 
observed that the variation of moduli with composition is non-systematic and coupled effects exist. For example, 
 C33 value initially increases with an increase in  SiO2 content up to a 0.4 molar fraction beyond which the value 
decreases with a further increase in water concentration. Similarly, from Fig. 2, it is evident that  C11 and  C22 are 
greater than  C33. This is due to the presence of interlayer spacing in layered C–S–H structure where the load is 
applied perpendicular to the interlayer plane. Similarly, for the same reason, in the case of shear deformation 
 C66 values are found to be higher than  C44 and  C55. Overall, the stiffness moduli exhibit a non-linear relationship 
with variations in composition, which prevents any assumption of a linear model to predict the stiffness moduli 
in the C–S–H system.
In general, the elastic modulus (or Young’s modulus) increases with increasing network  connectivity37. To 
evaluate such a trend in this study, the connectivity in the structure is calculated by computing the degree of 
polymerization which is taken as the ratio of the number of BO (bridging oxygen) with respect to the number 
of tetrahedral networks (T). The ternary plot of the degree of polymerization with the composition of C–S–H 
is shown in Fig. 3. A higher degree of polymerization is observed when the concentration of  SiO2 increases 
which is expected since Si serves as a network former in C–S–H. Conversely, a lower degree of polymerization 
is observed when water concentration is increased and  SiO2 molar fraction is decreased. However, the trend 
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Figure 1.  (a) Representative C–S–H structure for Ca/Si = 1.09 showing the Calcium silicate network and 
the interlayer spaces, and (b) water content  (H2O/SiO2 molar ratio) as a function of Ca/Si molar ratio for 
representative C–S–H structures with saturation water content, (c) The bulk modulus, and (d) density as a 
function of Ca/Si molar ratio for representative C–S–H structures with saturation water content.
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Figure 2.  Ternary diagram showing the stiffness moduli (a)  C11, (b)  C22, (c)  C33, (d)  C44, (e)  C55, (f)  C66, (g)  C12, 
(h)  C13, and (i)  C23 values obtained via MD simulations with varying CaO–SiO2–H2O molar fractions.






































Figure 3.  Ternary diagram showing the influence of CaO–SiO2–H2O content on the degree of polymerization.
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reverses when the water content increases and CaO content decreases. This infers the existence of coupled effect 
in composition-structure properties in C–S–H, which is also observed for elastic moduli. Maximum network 
connectivity is observed when the  SiO2 molar fraction is greater than 0.4 and the  H2O molar fraction is below 
0.1. But maximum elastic moduli are observed in the range between 0.2 and 0.4 molar fraction for both  SiO2 and 
 H2O. This indicates that the network connectivity alone is not sufficient enough to predict the elastic constants 
which makes it challenging to develop a robust physics-based predictive model.
Prediction of elastic constants using ML. While the MD simulations are leveraged to obtain a data-
base of elastic constants for C–S–H as explained in the previous section, the forthcoming sub-sections use that 
database and implement various ML approaches to build prediction tools for elastic constants for C–S–H as 
explained hereafter.
Figure 4 shows the comparison of the elastic constant  C33 predicted by PR, DT, RF, SVM (with RBF kernel), 
kNN, GPR (with both Matern and RBF kernels), and NN. From Fig. 4, it is clearly seen that GPR and NN per-
form the best among all the other models. Among GPR models, the RBF kernel shows better prediction than 
the Matern kernel. Henceforth, the forthcoming sections focus on GPR with RBF kernel and NN for a detailed 
evaluation of the constitutive relationships of C–S–H. The results and adopted methods for all other models are 
sufficiently detailed in the Supplementary document.
Prediction of elastic constants using Gaussian process (GP). In this section, predictions based on 
GP regression (see “Methods” section) are the focus. Two kernels i.e., radial basis function (RBF) and Matern 
kernels which are commonly adopted in the literature and also have been shown to produce accurate  results38 
are implemented here.
Figure 5 shows the predicted elastic constants using GPR with rbf kernel against the measured values com-
puted by MD simulation.
Here, the GPR model is trained using a train set by employing the rbf kernel along with white noise, and the 
model is updated till the hyperparameters converged to a global optimum. It is observed that the GPR model 
could predict for most of the elastic constants with a higher degree of accuracy except for C44, C13, and C23 for 
which the  R2 values were relatively lower. The predicted results for the Matern kernel are provided in the Sup-
plementary document. A comparison between the predictions from both kernels (rbf and Matern) reveals that 
the results are independent of the choice of kernel.
In a later section, the accuracy of the GP models is compared against NN and other traditional models such as 
polynomial regression, decision trees, and support vector machine. The advantage of GP regression is its ability 
to provide the uncertainty underlying in the model. The error bars shown for each value represent the standard 
deviation around the mean values. Thus, GP regression provides confidence in the predictions, which are lacking 
in other models. Furthermore, the standard deviation of the training sets represents the level of noise present in 
the data subjected to the training set. On the contrary, the standard deviation in the test sets corresponds to the 
uncertainty in the model prediction given the distribution of the training data.
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Figure 4.  Comparison of the elastic constant  C33 predicted by (a) PR, (b) DT, (c) RF, (d) SVM (with RBF 
kernel), (e) k-NN, (f) GPR (with Matern kernel), (g) GPR (with RBF kernel) and (h) NN with measured values 
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Prediction of elastic constants using neural network (NN). In this section, the model prediction 
using NN is assessed. The hyperparameters such as number of hidden layers, number of hidden nodes, opti-
mizer, batch size, number of epochs have been optimized prior to prediction (please refer to Supplementary 
document). In this NN design, two hidden layers of 9 hidden nodes were used to prevent overfitting of data. 
With the implementation of NN, MSE for almost all the elastic constants dropped significantly as compared to 
those observed in the case of other ML techniques. Figure 6 exhibits the predicted responses (using NN with 2 
hidden layers and 9 neurons) against the measured values computed by MD simulation. Overall, the prediction 
accuracy has improved significantly as compared to all other studied models. This is because the neural network 
implicitly considers all the outputs as dependent, which are overlooked in other models.
Discussion
Database adequacy. For adequacy, the database should be (1) balanced, (2) representative, (3) complete, 
and (4)  consistent39. In this current study, the dataset is generated by varying the composition of CaO,  SiO2, and 
 H2O in a uniform fashion. This is to ensure that the data points from all possible regions in the ternary diagram 
are equally represented. To obtain a representative dataset, the data are split into training (80%) and test set 
(20%). The hyperparameters are tuned by implementing fivefold cross-validation. At every fold in cross-valida-
tion, the training data is further divided into 80% of the training set and 20% for validation. The errors (training 
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Figure 5.  Comparison of the predicted elastic constants by GPR (with RBF kernel) and measured values which 
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error and validation error) calculated from each fold are averaged to represent the average model error. The 
performance of the model is then evaluated on the unseen test dataset. In this study, a good correlation between 
the test values and the predicted values is obtained as can be observed from the results presented in Table 2 and 
Fig. 5. Thus, the dataset can be considered representative. Besides, completeness of the dataset is ensured here 
by choosing all the possible ranges of the Ca/Si ratio for C–S–H observed experimentally. Moreover, the consist-
ency of the dataset is carefully maintained by following the same C–S–H model construction, molecular loading 
conditions, and elastic constant evaluation procedure within the high throughput MD simulations for all the 
C–S–H compositions. Thus, the overall adequacy of the dataset is ensured by careful implementation of all the 
four above-mentioned criteria during the dataset generation and model training/testing procedure.
Discussion on comparative performance of different ML techniques. For a direct comparison of 
different ML techniques used in this study, MSE and  R2 values (for both train and test set) obtained for different 
elastic constants are shown in Tables 1 and 2 respectively. The results for PR, RF, DT, kNN, and SVM are detailed 
in the Supplementary document for ease of reference. While the level of accuracy for the training data infers the 
interpolation ability of the known data, the level of accuracy for the test data evaluates the prediction ability of 
the model for unknown data. From all the results using different ML techniques, no direct correlation between 
MSE and  R2 was observed. As it is observed that MSE of  C55 for RF is comparatively low (5.17  GPa2 with test set, 
1.527  GPa2 with train set), but has an  R2 value of 0.78 was obtained. This signifies that model selection should 
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Figure 6.  Comparison of the predicted elastic constants from NN (with number of neurons equal to 9) and 
measured values which are computed by MD simulation.
8
Vol:.(1234567890)
Scientific Reports |        (2020) 10:21336  | https://doi.org/10.1038/s41598-020-78368-1
www.nature.com/scientificreports/
not solely be based on the high  R2 value but also should be associated with low MSE value. It is worth mention-
ing that all these models explained herein except NN consider the outputs to be independent which is likely to 
impart a significant difference in prediction accuracy for NN as compared to other adopted techniques. Never-
theless, models like GP could still provide good prediction when compared with NN.
From Tables 1 and 2, it is observed that the RF algorithm yield the least MSE and highest  R2 value for the 
train set. However, RF suffered from low-level prediction accuracy. A similar observation is also reported for 
silicate glass in the  literature39. Results in Tables 1 and 2 also suggest that RF offers better predictability than 
DT. This is because RF trains a large number of trees individually and its prediction accuracy depends on the 
decision trees ensemble. On the other hand, the DT algorithm depends on a nodal binary split. Also, in the DT 
algorithm, based on the selected features and values, the observations are placed to the left node or the daughter 
node. In the case of the RF algorithm, the output for all the trees is averaged which incorporates non-linearity 
especially when enough number of trees are used. This is the reason why RF could offer excellent interpolation 
for the training set but fair prediction of the test set.
It is ideally required for any model to minimize complexity while maintaining high interpretability. However, 
in general, models that provide higher prediction accuracy often suffer from higher computational complexity 
and limited or no interpretability. In this study, PR has high interpretability and it is associated with low complex-
ity. Overall, although PR offered good accuracy with lower MSE and fair  R2 for a train set, however, it falls short 
when predicting responses using the test set. Besides, the predictability for individual outputs are comparatively 
Table 1.  Comparison of mean squared error (MSE) values provided by ML algorithms for the training (value 
inside the parentheses) and test set.








































































































































Table 2.  Comparison of  R2 values provided by ML algorithms for the training (value inside the parentheses) 
and test set.
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low compared to GP and NN. Nevertheless, PR provides us information that the composition–property is not 
linearly correlated, which is crucial to develop a predictive model.
Lastly, though the model complexity is high for NN as it is associated with two hidden layers and each layer 
has 9 hidden nodes. Overall, NN by far performed the best in terms of the accuracy for both train and test set 
for individual outputs. This shows the superiority of the NN for multiple outputs when enough data is trained. 
One of the drawbacks of NN is that it requires huge computation resources and takes a larger amount of time 
to train the model.
Discussion on model interpretation for NN. This discussion section demonstrates the interpretability 
of the NN predictions by using  SHAP17. In SHAP, the impact of each feature on the prediction is obtained by 
assigning each feature an importance value for a respective prediction. The results are shown in Fig. 7.
The general trend in Fig. 6a–d suggests that all the elastic constants are primarily controlled by  SiO2 content 
followed by water and CaO content. While the normal stiffness along the interlayer direction  (C11) shows a rela-
tively lower SHAP value for water, the value increases when the normal stiffness perpendicular to the interlayer 
direction  (C33) is considered. Besides, the shear components  (C44,  C55 (please refer to Supplementary Fig. 14), 
and  C66 ) show increased contribution from water. This could be attributed to the layered nature of CSH where 
the in-plane movements are primarily controlled by the water molecules, while the normal stiffness along the 
direction of the interlayers is mainly controlled by the silicate network (as observed in  C11 case). Similarly, for 
other elastic constants such as  C22,  C55,  C12,  C13, and  C23 (see Supplementary Fig. 14)  SiO2 content primarily 
dominates followed by water content and CaO content.
Outlook
This paper establishes that the nature of the input–output relationship of a complex material such as C–S–H 
can be effectively predicted and interpreted using ML. Due to the limitation of the experimental data available 
in the literature, especially for different C–S–H compositions, this study uses physics-based MD simulations to 
generate the elastic constant dataset for different C–S–H compositions. Note that only the compositional ranges 
of C–S–H that is observed experimentally is used. The molecular structure for each composition is simulated 
by implementing ReaxFF. Further, instead of a single effective mechanical property such as Young’s modulus or 
hardness, this study evaluates different individual components of the stiffness moduli, in particular, nine stiffness 
components. Using the dataset generated from MD simulations, the elastic constants for C–S–H are predicted by 
implementing two ML techniques: Gaussian Process (GP) and neural network (NN). By judicious selection of 
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Figure 7.  SHAP values for various compositions for (a)  C11, (b)  C33, (c)  C44 and (d)  C66.
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optimal level of complexity, and accuracy reliable predictions of the properties can be obtained while ensuring 
there is no under- or overfitting. A comparative evaluation between the ML techniques reveals that GP and NN 
show significantly improved predictions as compared to other adopted techniques and NN is found to offer the 
highest level of accuracy with considerably lower MSE and good  R2 values.
Furthermore, to interpret the influence of CaO,  SiO2, and water on various stiffness components of C–S–H, 
obtained using the NN-based model, SHAP is leveraged which evaluates the importance of each model features 
on the model’s output after considering all the possible combinations. From evaluations using SHAP, the follow-
ing conclusions are drawn: (1) all the stiffness components of C–S–H are dominantly influenced by  SiO2 content 
followed by water and CaO content; (2) the influence of water content is more prominent for shear components. 
These results suggest that the in-plane movements are primarily controlled by the water molecules, while the 
normal stiffness along the direction of the interlayers is mainly controlled by the silicate network. Overall, by 
synergistically integrating high-throughput MD simulations with ML approaches, this paper shows the efficacy 
of using ML-based approaches to predict the mechanical behavior of C–S–H and this study can be adopted as a 
starting point towards developing integrated experiment-multiscale simulation-ML-based design strategies for 
exceptional materials performance.
Methods
High-throughput MD simulations. In this study, high-throughput MD simulations are performed to 
obtain an adequate dataset of elastic constants for different compositions of C–S–H. The C–S–H model con-
struction procedure for varying Ca/Si ratios, molecular loading conditions, and evaluation of elastic constants 
for all the C–S–H compositions within the high-throughput MD simulations are presented in the forthcoming 
sub-sections.
C–S–H model construction. Here, the realistic molar percentages of  SiO2, CaO, and  H2O are adopted as 
11–38%, 23–55%, and 7–66% (molar %) respectively. These ranges are chosen based on viable ranges (Ca/Si 
molar ratio) of constituents reported in the  literature16,19,20,29 to form C–S–H. The CSH models are constructed 
by introducing defects in a layered 11 Å  tobermorite40 structure. The 11 Å tobermorite configuration contains 
pseudo-octahedral calcium oxide sheets surrounded by silicate tetrahedral chains, which consists of bridging 
oxygen (BO) atoms and Q2 silicon atoms (i.e., Si atom connected to two bridging and two non-bridging ter-
minal oxygen atoms)41. Such configuration involves negatively charged calcium-silicate sheets which are sepa-
rated from each other by interlayer spacings. The interlayer spacing is filled with interlayer water molecules and 
charged-balancing calcium cations. It is to be noted that the initial configuration of 11 Å tobermorite consists 
of a Ca/Si ratio equal to 1, this ratio is increased to the range of 1.09–2.06 as constructed in the present mod-
els by randomly removing charge-neutral  SiO2 groups. This removal of  SiO2 introduces defects in the silicate 
chains and provides possible sites for adsorption of extra water molecules. To this end the adsorption of water 
molecules in the structurally defected tobermorite model is performed by implementing the Grand Canoni-
cal Monte Carlo (GCMC)42 method, ensuring equilibrium with bulk water at constant volume, zero chemical 
potential, and room temperature. A similar model development procedure for C–S–H has been successfully 
implemented in the  literature19,21–23,30 and the procedure is adequately detailed in several published  articles22,30. 
ReaxFF is used here in the MD simulations which has been successfully implemented to evaluate the behavior of 
C–S–H21,24,30 and other similar  materials43–45. These studies have successfully leveraged the features of ReaxFF to 
evaluate the dynamics of nano-confined water in C–S–H19, fracture  toughness24, structural properties of C–S–
H21,30, and radiation damage in C–S–H46. Besides, ReaxFF potential has been shown to model C–S–H47 reliably 
in terms of the structural and elastic properties as it is based on the bond-formation/breakages, which is use-
ful for reactive mechanisms such as dissociation of nano-confined water in C–S–H. The generated structure is 
further relaxed at 300 K and zero pressure for 500 ps in the NVT and NPT ensemble with a timestep of 0.25 fs 
before computing the stiffness components. The molar range of Ca/Si ratio is maintained consistent with those 
from the  literature16,29,48. To obtain different water content, water molecules are randomly removed from the 
saturated structure and equilibrated for 500 ps in NVT and NPT, respectively. All the simulations are performed 
in an open source code LAMMPS  package49. The methodology for model construction for C–S–H is adequately 
detailed in the  literature19,22,30.
Molecular loading conditions. Once the structures are adequately equilibrated, they are subjected to three axial 
and three shear deformations along the X, Y, and Z axes. To apply axial tensile load, the C–S–H structures are 
subjected to uniform tensile strain in the X-direction, and the process is continued for Y and Z-directions. Simi-
larly, to simulate the shear loading in the C–S–H structures, a shear strain is applied along X, Y, and Z-directions, 
respectively.
Evaluation of elastic constants. During the deformations the elastic constants Cij matrix is obtained  as39:
where U  is the potential energy, V  is the volume of the structure, ǫ is the strain, i and j are the indexes repre-
senting each Cartesian direction. In this study, 9 components of stiffness moduli are considered for prediction 
( C11,C22,C33,C44,C55,C66,C12,C13 and C23 ). The same has been adopted when calculating the elastic properties 
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All the simulations are conducted using the Large-scale Atomic/Molecular Massively Parallel Simulator 
(LAMMPS)  package49. Each C–S–H structure comprises at least 3000 atoms. ReaxFF is used as an interatomic 
potential. The process is repeated till all the elastic constants for different Ca/Si ratio with different water has 
been generated”.
Machine learning (ML) techniques. The database of the stiffness matrix is computed from the MD simu-
lations to predict composition-dependent elastic constants for C–S–H using various ML techniques. This paper 
primarily focuses on Gaussian process (GP), and neural network (NN) which are discussed in the forthcoming 
sub-sections. Besides, this paper also evaluates other common ML techniques such as polynomial regression, 
random forest, support vector machine, k-nearest neighbors, and decision trees for comparative assessment 
of prediction abilities. These common ML techniques are detailed in the Supplementary document for ease of 
reference.
Gaussian processes regression. A Gaussian process is defined as a collection of random variables among which a 
finite subset has a joint Gaussian  distribution52. One can implement it to describe a distribution over a given set 
of input(x) and output datasets (y). For a linear regression model with noise ǫ,
where the noise is assumed to follow an independent, identically distributed Gaussian distribution with zero 
mean and variance ( σ 2ǫ  ). Without losing generality, a Gaussian process can be completely described by its mean 
function and covariance function,
where GP(·) is the specified Gaussian process, m(x) is the mean function which computed the expected values of 




 is the covariance function, a Gaussian prior function that captures the extent 
of correlation between function outputs for the given sets of inputs. The covariance function is expressed as:
Instead of using a specified functional form (as in the case of deterministic model), Gaussian processes 
describe the input–output relationship through distributions over functions of the input space, x ∈ X  . The 
designated random variables follow Gaussian distribution. For Gaussian distribution, the marginalization and 
conditioning properties can be fully utilized to obtain the marginal likelihood and the conditional probability 
via the designated mean and covariance. For the mean-subtracted data set, the mean function is set to zero and 
the prior’s covariance is specified by assigning trial kernel functions with a set of hyperparameters. The widely 
used kernel functions are exponential kernel and squared exponential kernel. To obtain the posterior distribu-
tion over functions, one must restrict the joint prior to containing only those functions which agree with the 
training data through conditioning of the Gaussian prior. The joint distribution of the training outputs, y, and 
the test outputs f ′ according to the prior is expressed  as52:
If there are n training points and n′ testing points then K(X,X) is a n× n matrix of the covariance between all 
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The marginal likelihood of the output given the input can be obtained through the marginalization and the 
model is selected by updating the hyperparameters during training through the maximization of the marginal-
likelihood (or log-marginal-likelihood). The set of hyperparameters should ideally converge to a global optimum.
Neural network (NN). Neural network is a mathematical model which maps a given set of predictors, x , to a 
set of desired response, y . The early proposition of this idea is linked to the assumption of how the information 
is stored and processed in the  brain53. The map between the predictor and the response is comprised of multiple 
layers of perceptron and activation functions and it is called the feed-forward neural network. The estimated 
response can be expressed as follows,
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where f N (·) : R → R is a continuous bounded function which is usually referred to as the activation function, 
Ai : R
di → Rdi+1 is the transformation matrix that contains weights between two layers of  perceptron54. The 
neural network received very much attention in academia and applications in engineering due to the proven 
universal approximation property which states that the feed-forward neural network architectures with a sig-
moid activation function are capable of approximating any set of functions between two Euclidean spaces for 
the canonical  topology55.
The weights can be solved by formulating the above mapping into a constrained optimization problem as 
stated below,
where λ is the regularization intensity constant and g(·) is a functional form of the weights to be regularized. 
This optimization problem is usually solved by stochastic gradient descent or backward propagation algorithm. 
Since the non-convex nature of the neural network, the solution to this optimization problem is not unique. 
Moreover, the selection of the number of layers and the number of perceptron in each layer affects the result of 
the regression, and it is subjected to high variance problems when large numbers of neurons and layers are used. 
As such proper regularization is needed when the neural network is implemented. In this study, while training a 
neural network model, a rectified linear unit (ReLU) is implemented for performance-enhancement. Here, the 
data is trained using a feedforward multilayer perceptron where the weights are trained by the back propagation 
algorithm. Henceforth, the feedforward backpropagation multilayer perceptrons will be referred to as a neural 
network (NN), which is commonly used in the literature.
Model tuning and cross-validation. To avoid the possibility of overfitting the data, 20% of the data is set 
aside from the models for its intended use as a “test set” to assess the performance of the ML algorithms on these 
unseen data. To this end, a k-fold cross-validation (CV) technique is adopted in this study. In the CV technique, 
the dataset is split into k number of smaller sets, where in each fold the model is trained on a fraction of data 
(train set) and tested on the remaining data. The final value obtained is the average value which is iteratively run 
on each of the k-folds. To this end, this study adopts a nested two-level CV approach as detailed in the article by 
Cawley and  Talbot56. First, the dataset is split into the training set (which is 80% of the data) and test set (20% 
of the data). In outer CV the model is run for the number of iterations and the average value of the scores (i.e. 
R2 and MSE) obtained from each fold is used to obtain a comparative performance-evaluation of various ML 
techniques. In order to obtain the appropriate hyperparameters, a fivefold inner CV is implemented for the 
training dataset. This nested CV technique alleviates some of the issues regarding the limitations of relatively 
smaller datasets.
It is challenging in ML to obtain a model that is accurate and simple at the same time. Simplistic models show 
a lower degree of prediction accuracy or are under fitted, whereas overly complex models often performed worst 
on the test data or unknown sets of data. Such models can capture perfect trends on the training dataset but show 
poor transferability to unknown sets of data and suffer from overfitting. Hence, models need to be optimized by 
tuning the hyperparameters so that an ideal trade-off between accuracy and computational demand is reached.
Model evaluation metrics: mean square error (MSE). The mean square error measures the average 
Euclidean distance between the predicted and true or measured values and is expressed as:
where yt(i) is the ith true output and  yp(i) is the ith predicted output. MSE serves as an indicator of prediction 
accuracy and MSE needs to be minimized in order to maximize the accuracy of ML algorithms.
Model evaluation metrics: Linear coefficient of determination, R2. In this regression problem, 
the MSE is majorly selected for the quantification of the model performance on the given data set. The coef-
ficient of determination can be used to quantify the proportion of the variance in the dependent variable that is 
predictable from the independent variable. In this study, to further assist the model selection in this multiple-
input multiple-output (MIMO) regression problem, the Pearson correlation  coefficient57 is used to indicate the 
accuracy of the predicted results.
In the case of the sampled data, the Pearson correlation coefficient can be determined as follows:
Here yt(i) is the ith true output and  yp(i) is the ith predicted output.
In this study, both MSE and R2 of the train and test data are used to evaluate the performance of ML 
algorithms.
Training process and model refinement. This section describes the training and model fitting (overfit-
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test set by 80:20 proportion. While the test dataset is kept unseen during the model training process, the training 
set is further split into 80% for training and 20% for validation. Here, to validate the model, a fivefold cross-
validation is implemented. The optimum complexity is achieved when the minimum error for both the training 
error and validation error is achieved.
For PR, the complexity is increased with respect to polynomial order from 1 to 6, and an optimum polyno-
mial order of 3 is obtained (please refer to Supplementary Fig. 1). For SVM with RBF kernel, two parameters 
are considered, which are C and gamma ( γ ). The model complexity is varied by varying C from 0.001 to 1000 
and gamma from 0.1 to 10. The parameters are optimized using a grid search approach so as to minimize the 
error. Thus, optimum values of 100 and 0.46 are obtained for C and γ respectively (please refer to Supplementary 
Fig. 4). In the k-nearest neighbor method, the k-value is varied from 1 to 9 and an optimum value of 4 is achieved 
(please refer to Supplementary Fig. 6). In the decision tree algorithm, the model complexity is characterized 
by the maximum tree depth which is varied from 2–10. By evaluating the MSE and the  R2 values, an optimum 
value of 5 for the maximum tree depth is chosen (please refer to Supplementary Fig. 8 for more details). For the 
random forest algorithm, the model complexity is varied by varying the number of trees from 2 to 10 from which 
an optimal number of 9 for the number of trees is selected which shows the least error for the validation dataset 
(please refer to Supplementary Fig. 10 for more details). For the Gaussian process, two covariance functions (RBF 
and Matern) with noise are implemented and the parameters are converged when the log marginal likelihood 
is maximized. Lastly, for NN the hyperparameters include the number of hidden nodes, size of hidden layers, 
optimizer function, learning rate, epoch, and batch size. In this study, the Adam optimizer is implemented. The 
learning is optimized for learning rate equal to  10–3, epoch = 400, batch size of 32, and two hidden layers with a 
number of hidden nodes (or neurons) equal to 9 (please refer to sSpplementary Fig. 13 for more details). Overall, 
a rigorous hyperparametric optimization methodology employing a grid search was used for model refinement, 
thereby, ensuring the optimality of the model without underfitting or overfitting. To evaluate the performance of 
each model, the models are tested using the unseen test dataset. The performance of various methods is evaluated 
by comparing the MSE and  R2 values obtained from each model.
Model interpretability. The ability of the ML techniques such as NN to predict the target accurately by 
learning from data has been remarkable. However, because of the higher model complexity for algorithms such 
as NN, the model interpretability becomes challenging. Several studies have tried to address this issue by meas-
uring a few specific features that are responsible for a model’s  output58. Recently, Shapley Additive Explanations 
(SHAP) which is derived from Shapley values in game  theory59 is employed to measure the importance of vari-
ous features within the  model17,18. SHAP has been used for various applications across a wide range of disciplines 
which includes identification of patient risk factors in tree-based medical diagnostic  models60 and determination 
of various important features of satellite images which are crucial in generating poverty  maps61. As per SHAP, 




 , is a weighted sum of the feature’s contribution of the 




 is expressed as:
where xj is feature j , S is a subset of features, and p is the number of features in the model.
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The data that support the findings of this study are available from the corresponding authors upon reasonable 
request.
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